
CK77WR
 Lapel Microphone

Description

The AKG CK 77WR, is a tiny, waterproof lapel microphone.  Weighing only 0.4 grams (0.014 oz.) and
only 14 mm (0.55 in.) in length, the CK 77 WR is the perfect choice for extremely low profile use where
absolute mobility and excellent audio is required.

The dual-diaphragm capsule of the CK 77 WR features a patented protection system
and will only accept sound waves while keeping out moisture, perspiration, and salt
corrosives. The design also suppresses cable noise and prevents microphone mal-
functioning. The CK 77 WR is so small, inconspicuous, and reliable it can be
"hidden" within the performer's makeup. Finally, you’ll love the sound of these
microphones, their improved accessories and compatibility with all popular wireless
transmitters.

Specifications

Polar pattern: Omnidirectional
Frequency range: 20 Hz to 20,000 Hz
Sensitivity at 1000 Hz: 8 mV/Pa
Max. SPL: 133 dB
Equivalent noise level: < 26 dB-A
Signal-to-noise ratio (A-weighted): > 68 dB-A
Electrical Impedance: 3.5 k 400 3.5 k
Recommended load impedance: 10 k
Supply voltage: 1.5 VDC to 12 VDC
Current consumption: < 0.6 mA
Cable length: 1.5 m (5 ft.))
Size (LxWxH): Approx. 5.5 dia. x 14
mm (0.2 x 0.6 in.)
Net/shipping weight: Approx. 0.4 g / 85
g (0.014 oz. / 3 oz.)
Standard Accessories: W 77
windscreen, H 40/1 clamp, H 41 clamp
adhesive putty, moisture shield
Optional Accessories: - B 18 battery
supply, -N 62 E, N 66 E AC supplies


